Max. Flow Rate

———— | 20L/min
b 17L/min

dPOFLEX Industrial Pump Head

GPH, LPH

e LPH has low pulsation design for high flow rate
accuracy

e GPH has two tubing retention modes: continuous
tubing and tubing with fittings

e GPH could be equipped with tubing leak sensor

e Both GPH and LPH are designed with open head
sensor for enhanced operator safety
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LPH with continuous
tubing for double
channel pumping

LPH with double tubing
assembly for low
pulsation pumping
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Tubingfitting
assembly for GPH

Double tubing
assembly for LPH

Model | Product Roller Roller Housing e Tu‘?r':.g ;waa“ Ref;ro:‘;(;:’l:x' Weight
Code Number | Material Material p P lckness . (Kg)
(mm) (L/min)
264 (6.4x3.3) 3.0
Die-cast 73#(9.5x3.3) 6.0
GPHO1 | 05.01.70A 2 304sst T — 4.1
82#(12.7x3.3) 10.5
1844 (15.9x3.3) 15.0
i 186# (12x4) 9.5
GPH02 | 05.01.71A 2 304sst 'l)';.c:srn g
aluminu 1884 (17x4) 17.0
Die-cast 186# (12x4) 8.5
GPHO3 | 05.01.71B 4 304sst - <265rpm 4.7
atuminum 1884 (17x4) 14.0
4.5 (double
185# (8x4) tube assembly)
LPHO1 | 05.01.72A 6 304sst | nodized 186# (12x4) 9 (double 8.6
aluminum tube assembly)
13.5(double
1874 (16x4) tube assembly)
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