Peristaltic Pump Accessories

Standard External Control Module

0-5VInput
05.49.31A

0-10VInput
05.49.31B

4-20mA Input

05.49.31C RS485

05.49.31E

0-10kHz Input

05.49.31D

Tubing Fitting

Common tubing fitting material:

Natural Polypropylene (Natural PP):
Very good chemical resistance. Temperature range: 0 to 95°C.
Multi-material for tubing fitting are available.

Common tubing fitting type:

Straight, "Y" type, reducing connectors.
There are lots of other tubing fitting type available.

ID .
Straight (inch) (mm) Tubing
Connector 1/16" 1.6 13" 14
Product Code: 05.49.25A 1/8" 3.2 16*
) 3/16" 4.8 15* 25°
Peristaltic pump equipped with dispensing controller 3 1/4" 6.4 17" 24°
has dispensing function. — 3/8" 9.6 18" 35" 36"
' 73" 86"
Dispensing time 0-99.99S 1/2" 12.7 82" 88"
Pause time 0-99.99S m #
Time resolution 0.01S 3/‘: 19 90#
Work mode Single or multiple 1 25.4 92
Internal count range 0-999, count up or count down "Y" Type 1/16" 1.6 137 14°
External count range 0-999999, "0" means unlimited cycle Connector 1/8" 3.2 16"
External Start/Stop signal input | Open switch signal 3 " 3/16" 48 15° 25°
Power-off memory Return to previous status when \ 14 1/4" 6.4 17° 24°
powered on \ P—
Power supply AC 220V/5W { 3/8" 9.6 18" 35" 36
| d 73° 86’
| 1/2" 12.7 82" 88"
Footswitch - JK Series ~ ID1 ID2 . .
ook o dos and tort . Reducing | (inch) | (mm)  (inch)| (mm) '4Pin&L Tubing2
ulti-work modes and interfaces are available.
Connector 1y 1en 16 | 178" 32 | 13'14' | 16’
1/8" | 3.2 |3/16"| 4.8 16* 15*25*
1 1/8" | 32 | 1/4" | 6.4 16° 17° 24"
v # # #
. 14" 64 38" 96 1724 183536
7386
18735 36"
"1 96 | 1/2" | 12.7 82 88"
3/8 / 73" 86"
1/2" | 12.7 | 3/4" | 19 82" 88" 90"
1/2" | 12.7 1" | 25.4 | 82%88* 92*
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